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Product Description  
LMDPE MP3845 is a black hexene linear medium density polyethylene grade with UV stabilizer. It possesses good stiffness, toughness, 
processability, impact and UV resistance. LMDPE MP3845 is designed for rotational molding method. It is recommended for production 
of diesel fuel tanks. 
 

Typical Applications: 
 Chemical tanks 

 Diesel fuel tanks 

 Fuel systems; fuel tank 
 

Material Advantages: 
 Good impact resistance 

 Excellent processability 

 Balanced Stiffness and toughness  

 
Produced by 
MOHARAMPLAST S.A.E Private Free Zone 
KM23 Alex-Cairo Desert Road El-Nahda Industrial Zone, Alexandria Egypt. 
 

Specifications  
LMDPE MP3845 complies with the requirements as below indicated when the product is processed using the correct practice and 
testing procedures. 
 

Properties Unit Test method Typical value 

Density (Compound) at 23 oC g/cm3 ASTM D 792 0.938 

Melt flow rate (2.16 kg at 190oC) g/10min ASTM D 1238 4.5 

Hardness  Shore D ASTM D 2240 62 

Tensile Modulus MPa ASTM D638 850 

Tensile strength MPa ASTM D638 20 

Percentage of Elongation  % ASTM D638 < 1000 

Flexural Modulus MPa ASTM D790 750 

Environmental stress cracking 
resistance (ESCR) (50°C), 100% Igepal 

hr ASTM D 1693 <1000 

 Data should not be used for specification work. 
  

Storage and Shelf Life  
LMDPE MP3845 should be stored in such a way that prevents exposure to direct sunlight and/or heat, as this may lead to quality 
deterioration. The storage location should also be dry, dust free and the ambient temperature should not exceed 50 °C. Not complying 
with these precautionary measures can lead to a degradation of the product which can result in color changes, bad smell and 
inadequate product performance. The shelf life at proper storage conditions is three years from the date of production. 

 
Disclaimer 
The information contained herein may include typical properties of our products or their typical performances when used in certain 
typical applications. Actual properties of our products, in particular when used in conjunction with any third party material or for any 
non-typical applications, may differ from typical properties. It is the customer's responsibility to inspect and test our product in order 
to satisfy itself as to the suitability of the product for its and its customers’ particular purposes. The customer is responsible for the 
appropriate, safe and legal use, processing and handling of all product purchased from us. Nothing herein is intended to be nor shall it 
constitute a warranty whatsoever, in particular, warranty of merchantability or fitness for a particular purpose. 


